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Training vehicle Toyota Yaris 

Order No. 5304105SO 

The training vehicle Toyota Yaris Hybrid is a full hybrid with 74 kW system power. 

Description 

This training vehicle is fully functional and ideal for troubleshooting and diagnostic work. It also allows students to 
learn various measurements, tests and diagnostic procedures on the components of the hybrid system, comfort 
system, high-voltage battery and others. The training vehicle is based on a Toyota Yaris. 
The vehicles will be equipped with switchable hybrid faults and corresponding measuring sockets on all sensors and 
actuators where faults can be switched. 
An additional equipment high voltage adds HV measuring sockets (where applicable, if voltage is higher than 50V) 
and insulation faults as well as a simulation box for potential equalisation of metal body parts. This enables 
corresponding measurements of the potential equalisation with a potential equalisation measuring device. 
In addition, an optional error circuit for HV can be permanently installed for the motor control of the petrol engine 
with corresponding measuring sockets. 

Hybrid system 

- Error switching with 10 system faults, each switch with 3 positions: normal, interrupted, resistance 
- Lockable cover for the error switching 
- Measuring terminals for all sensors and actuators where error switches are installed 
- Breakout box 62 pins on the hybrid system control unit 

Combustion engine 

- Error switching with 10 system faults, each switch with 3 positions: normal, interrupted, resistance 
- Lockable cover for the error switching 
- Measuring terminals for all sensors and actuators where error switches are installed 
- Breakout box 124 pins on the engine control unit ECU 

High voltage system 

- Measuring box inverter with a Perspex cover for the inverter
-     Simulation box potential equalisation 
-    Error switching with 10 system faults, each switch with 3 positions, type of fault - interruption

 contact resistance, earth fault
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Options 

53043020E Fault circuit in vehicle/training model permanently installed. 
530431000 Universal error circuit with 10 errors can be switched. Type of fault - interruption, contact 

resistance, earth fault or power supply, etc. 
530431100 Option lockable cover for fault switch box 
5304330FZ Installation of galvanic insulated measuring sockets in a vehicle 4mm in all sensors and actuators

where faults (10 faults each) are connected. 
Measuring cable hybrid control 

530240500 Universal cable 62 PIN soldered in as Y cable for Engine / vehicle control units for which no 
adapter cable is available. 

530210000 Breakout box 62 pin 4mm sockets with galvanic insulation

resistance, earth fault or power supply, etc. 
530431100 Option lockable cover for fault switch box. 
5304330FZ Installation of galvanic insulated measuring sockets in a vehicle 4mm in all sensors and 

actuators where faults (10 faults each) are connected.  

Measuring cable for engine control 
530240500 Universal cable 62 PIN soldered in as Y cable for Engine / vehicle control units for which no 

adapter cable is available. 
530210000 Breakout box 62 pin 4mm sockets with galvanic insulation 

Additional equipment high voltage 
530405760 Measuring box inverter - Plexiglas cover inverter, HV measuring sockets and insulation faults 
53040575 Simulation box potential equalisation 

Changes reserved! 

Fault circuit Optional engine control unit 
53043020E Fault circuit in vehicle / training model permanently installed. 
530431000 Universal error circuit with 10 errors can be switched. Type of fault - interruption, contact 




